
Startup / Shutdown / Malfunction Report Form 
WASTE MANAGEMENT 

Site Name: Cottonwood Hills Recyclinq and Disposal Faci.lit2 

--ction 1 -All Events 

I Type of Event 

’.,.~ Startup 

~ Shutdown 

[] Malfunction    " 

[] Non-malfunction 

Military 

Date!Time Start 

Date Form Filled Out: 

Comments:       ~-~ 

Time 

Duration {hours) 
Ev&nt Code 
(see back of 

form) 

SOP* Followed? 

Yes No** 

[] 

[] 

Complete Section 2 Below 

*Standard Operating Procedure (SOP.),for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, nb~ify site engineer immediately. 
Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which _n~ey 
harm people, the environment or the landfill gas control equipment.. 

.... If conditions _are unsafe, notify your supervisor and follow steps under ~fo. 3. 
Determine if landfill gas being released to the air (can you smell landfill gras, or 

2. ’i measure/detect uncombusted gas flow?). 
._If landfill gas is being released, follow steps under No. "3. 

If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 

3.           b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shutdown bfower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis. 

If other personnel or resources are not needed, 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No_ 5.a. 

6.    Start maJfunction diagnosis._ 
Determine if other resources are needed to fix the malfunction (qualified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9. 

8. 
Contact qualified resource: 

a. Record contact name, date and time: 
9. Fix the malfunction. 

Once the malfunction is fixed, restart the system per SOP if it had been shut 
10. 

down, and record star[up times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

’ ’" and total time that system was out of service in boxes in Section 1 of this. form. 
=12. Sign this form, copy it, and place it in the Startup Shutdown, Malfunction ~ile. 

13. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one of the fotlowin~l for each step: 

Procedure completed Procedure Not Applicable 

[] 

[] 
[] 

[] 
[] 
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WASTE MANAGEMENT 

Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hifts Recyclin.q and Disposal Facility 

Type of Event 

~’ Startup 

~]" Shutdown     " 

[] Malfunction 

[] Non-malfunction 

Section 1 -All Events 
Military Time 

Event Code 
Date/Time End (see back of 

form) 
Date/Time Start 

Date Form Filled Out: ~-~ - ~7 ,J -~ 

Duration (hours) 

SOP* Followed? 

No** Yes 

Complete Section 2 Below 

Signature: ~~_~ ~ ~ ~’~-.~, 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 

Step 

9. 

I0. 

Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landf~li gas control equipment. 
If conditions are unsafe, #otify your s#pervisor and follow step. s under No. 3: ~ .. 
Determine if landfill gas being released lo the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
If landfill ~as is being released, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personneltresource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resources are not needed, go to No. 6. 
Contact qualft~ed resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to ffx the maffunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
ff other resources are not needed, ~1o to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: ~ ~,~ 
Fix f~he malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and recor, rd startup ~imes and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section I of this form. 
Sign this form, copy it, and place...it in the Startup Shutdown, Malfun.c.!ion fife. 
if the procedures listed above were not followed, contact the site engineer 
immediateJy. 

Check one of the following/foreach step: .... 

Procedure completed Procedure Not Applicable 

12. 

13. 

Page 1 of 3 

WM01779 



WASTE MANAGI:M I:N1r 

Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Recycling and Disposal Facility 

Section 1 -All Events 

Type of Event 

~.- Stadup 

,.[;:;~’Shutdown 

[] Malfunction 

~! Non-malfunction 

Military Time 

Date/Time Start Date/Time End Duration (hours) 

0,\ 

Event Code 
(see beck of 

form) 
Yes 

SOP* Followed? 

N 

Date Form Filled Out: [b, I~’ 1.~ 

Complete Section 2 I~elow 

*Standard Operating Procedure (SOP) for Flare Star,ups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify slte engineer immediately, tp--\,.,~_£ +~.,,z,~ ~1" ~,~z’,:~,~,b~+ d.~,~ ~-~> 

Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 

1.    harm people, the environment or the landfill gas control equipment. 

ff conditions are unsafe, notify your supervisor and follow steps under No. 3. 
Determine if landfill gas being released to the air (can you smell tandfi]I gas, or 

2. measuretdetect uncombusted gas flow?). 
If landfill gas is being released, follow steps under No. 3. 
If unsafe operating condition exists, or landfiI~ gas is being released to the air, 
stop (if possible) landfill gas flow by one or too.re of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personneltresource (qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis. 

If other pe_m., o.nnel or ~s.o. urces are not needed, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

8, Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, eleclrician, contraclor, on-site resources, manufacturer’s 

7. representative, or other). 

lf other resources are not needed, go to No. 9. 

8. 
Contact qualified resource: 

a. Record contact name, date and time: 
9. Fix the malfunction. 

Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

11. and tolal time that system was out of service in boxes in Section 1 of this form. 
12. Sign this form, co£~/it, and place it in the Startup Shutdown, Malfunqtion file. 

13. 
tf the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown I Malfunction Report Form 
WASTE MANAGEMEN¥ 

Site Name: Cottonwood Hills Recvclin_q and Disposal Facility 

Section 1 -All Events 

Type of Event 

~ Startup 

,,~’ S h utdown 

[] Malfunction 

[] Non-malfunction 

MilitaryTime 

Date~ime End Date/’r’ime Start Duration (hours) 

-~,~ 

Event Co~e 
(see back of 

form) 
Yes 

SOP* Followed? 

N o** 

Date Form Filled Out: 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Ptan was not followed, notify site engineer immediately. ~--~,~,.~_ "~,~,~,~-~ o## o~,--~r-c ~-4- ~-~’~-- ~r~ ~L~- cL~,..,~; , 

Section 2 - Malfunction .Events Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfiJnction causing an unsafe operating condition (air 

1.    entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfllf gas control equipment. 
If conditions are unsafe, notify your supervisor and follow steR.s..~n.d.er N~.. 3. 
Determine if landfill gas being released to the air (can you smell tandfilt gas, or 

2, measuretdetect uncombusted gas flow?). 
If landfill ~)as is being released, follow steps under No. 3. 
If unsafe operating condition exists, or fandflll gas is being reteased to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shutdown blower 
e. Turn off main power di.sconnect switch to blower 
f. Other. (De.s__c.ribe): .... 

Determine if other personnel/resource (qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis¯ 

If other personnel or resources a .re not needed, go to No. 6. 
Contact qualified resource: 

5.           a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

6. ~ ~Star~’~alfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
/f other resources are not needed, go to No. 9. 
Contact qualified resource: 

8. 
a. Record contact name, date and time: 

9. Fix the malfunction. 
Once the malfunction is fixed= restart the system per SOP if:it had been shut 

10. 
down, and record startup times and dates on this form. 

I1. Record date that malfunction occurred, date that malfunction was repaired, 

and total time that system was out of service in boxes in Section 1 of this form, 
12. Sign this form, copy it, and p.lace it in the Startup Shutdown, Malfunction .fi.le.. 

If the procedures listed above were not followed, contact the site engineer 
13. 

immediately. 

Check one of the following for each step: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Recyciin,q and Disposal Facility 

Section 1 - All Events 

Type of Event 

,,J~"’St a rt u p 

,,~]-. S h utdown 

[] Malfunction 

[] Non-malfunction 

Military Time 

Date/Time End Duration (hours) 
Event Code 
(see back of 

form) 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

Date/Time Start 

.... ~, ~1’:~~ ~ /     ’ 

/, ¯ 

*Standard Operating Procedure (SOP) for Flare Stadups (Manual & Automatic) and Shutdowns are provided in. SSM Plan 

**If SOP in SSM Plan was not followed, notify site engineer immed[ately..~p ""T--,-~.~&~£ ~-Lw_.~-l~. ~[~-~,.P-~I           ~ 

Section 2 - Malfunction Events Only 
Check one of the following for each step. 

Corrective Action Procedures for All Malfunctions 

Determine if the malfunction Causir~g an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 

1.    harm people, the environment or the landfill gas control equipment. 

/f conditions are unsafe, notify your supervisor and fol/ow steps under No. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 

2. measuretdetect uncombusted gas flow?.). 
If landfill gas is being released, follow steps under No, 3. 
If unsafe operatfng condition exists, or landfill gas is befng released to the air, 
stop (if possible) landfill gas flow by one or too.re of the following: 

a. Close nearest valve to source of emissions 
b. Ptace a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power di.sconnect switch to blower 
f. Other (Describe): 

Determine if other personnelfresource (qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis. 

If other personnel or resources are not needed, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact site representative with information record.ed in No. 5.a. 

6. Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed,, go to No. 9~. 

8. 
Contact qualified resource: 

a, Record contact name, date and time: 
9. Fix th~ malfunction. 

Once the malfunction is fixed, restart the system per SOP if it had been shut 
10. 

down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

11. 
and total time that system was out of service in boxes in Section 1 of this form. 

12. Sign this form, copy it,.a__nd place it in the Startup Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 

13. 
immediately. 

Step Procedure completed Procedure Not Applicable 
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WASTE MANAGEMENT 

Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Rec¥cl n.q and Disposal Facility 

Section 1 -All Events 

Type of Event 

,.,~Startup 

,.~’" Sh utdown 

[] Malfunction 

MiJitary-Time 

Date/Time Start Date/Time End Duration (hours) 
E~vent Code 

[-I Non-malfunction 

Date Form Filled Out: ~,o-‘z~ ,t ~ 

SOP* Followed? 

No** (see back of Yes 
form). _. 

Complete Section 2 Below 

Signature: ~_.~ ~ .~ ~_P~.~/~-,:, 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. -.~%~ ~,i-’z ~’f’~’~;’t3 S/t~.+~-~’~,~ l LM-~3o,~o;." 

Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and follow steps under No, 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measuretdetect uncombusted gas flow?). 
If landfill gas is b.e~n, g released, foflow steps under No, 3. 
If unsafe operating condition exists, or landfill gas is being released t~’the ai~, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d, Shut down blower 
e. Turn off main power di.sconnect switch to blower 
f. Other (Describe): .... 

Determine if other personnel/resource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resources are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9.              . . 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the ~ystem per SOP if it had been shut 
down, and record startup times and dates on this form, 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that s~’stem was out of service in boxes in Section 1 of this form. 
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Qheck one. of the following for each step: 

Procedure completed Procedure Not Applicable 

9- 

10. 

11. 

12. 

13. 

Page 1 of 3 

WM01783 



WASTE MANAO[MENlr 

Startup / Shutdown I Malfunction Report Form 

Site Name: Cottonwood Hills Recycfin¢l and Disposal Facility 

Section ! -All Events 
Military Time 

Type of Event 

,4~’~Startup 

~ Shutdown 

[] Malfunction 

[] Non-maifunction 

Date/Time Start Date/Time End Duration (hours) 
Event Code 
(see back of 

form) 

SOP* Followed? 

No** 

Date Form Filled Out: ~,’~ .ZS, t~ i~~~ ~~"~:’~ ~" ’~: ~. Signature: 

*Standard Operating Procedure (SOP) for Flare Sta~ups (Manual & Automatic) and Shutdowns are provided in SSM ~lan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 
Check one of the fo#owin9 for each step: 

Step 

9. 

10. 

Yes 

Complete Section 2 Below 

Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and follow steps under No. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
If landfill gas is bein. g.rreleased, follow steps under No. 3. 
If unsafe operating condition exists, or tandfiIl gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporanJ cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to bIower 
f. Other (Describe): =_ 

Determine if other personnel/resource (qualified technician, electrician, 
consuItant or other) are needed for malfunction diagnosis. 
If other p~_rso_nnel or resources are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 6.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, eIectrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, ~o to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: (_F"~. G’,,,~t.¢~ ~"~-~ 
Fix the malfunction.                                 ’ 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, a_~d record startup times and dates on this form. 
Record date that ma]function occurred, date that malfunction w~s repaired, 

and total time that s~stem was out of service in boxes in Section 1 of this form. 
~ign this form, copy it, and place it in the Star, up Shutdown, Malfunction file. 
If lhe procedures listed above were not followed, contact the site engineer 
immediately. 

Procedure completed 

11. 

12. 

13. 

Procedure Not Applicable 

[] 
[] 
[] 
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Startup / Shutdown / Malfunction Report Form 
WASTI~ MANAGEMENT 

Site Name: Cottonwood HiIIs Recyclin.q and Disposal Facility 

Section I - AII Events 

Type of Event 

~1~ Startup 

~ Shutdown 

[] Malfunction 

[] Non-malfunction 

Military Time 

Date/Time Start Duration (hours) 
Event Code 
(see back of 

fo.rm) 

SOP* Followed? 

No** 

Date Form Filled Out; 

Yes 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP [n SSM Plan was not followed, notify site engineer immediately. ~ 

Section 2 - Malfunction Events Only C~¢’~’;~’4"~/ "~L~ ~ ¢~.~ ~ ~’~ 
Check one of ~he following for each step: 

Procedure completed 

[] 

Procedure Not Applicable Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operati’r~-c’o-ndition (air 

1. 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
/f condibons are unsafe, notify your supervisor and fol/ow steps under No. 3. 
Determine if landfill gas being reteased to the air (can you smell landfill gas, or 

2. measuretdetect uncombusted gas flow?). 
/f /andfi// ga.s. is being released, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flew by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualifi~l technician, erectrician, 
4. consultant or other) are needed for malfunction diagnosis. 

If other personnel or resources are not neede#, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Co._ntact site representative with information recorded in No. 5.a. 

6. Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 

7. representative, or other). 

If other resources are not needed,, ~10 to No. 9. 

8. 
Contact qualified resource: 

a. Record contact name, date and time: 
9. Fix the malfunction. 

Once the malfunction is fixed, restart the system per SOP if it had been shut 
10. down, and record startup time.s and dates on this form. 

Record date that malfunction occurred, date that malfunction was repaired, 
11. 

and total time that system was out of service in boxes in Section 1 of this form. 
12. Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 

If the procedures listed above were not followed, contact the site engineer 
13. immediately. 
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Startup / Shutdown f Malfunction Report Form 

Site Name: Cottonwood Hills Recyclin.q and Dis_posal Facility 

3tion 1 -All Events 

Type of Event 

~Startup 

~ 
’ Shutdown 

[] M~ifunction 

[] Non-malfunction 

Date Form Filled Out: ~.?-’ 

Comments: ~_..~,~&.,,~s~-~ ~]-~-~ ’~" =.’~ 

Military Time_. 
Event Code 

Duration {hours) (see back of 
form) 

io 

S OP* Followe~? 

No"* Date/Time Start Date/Time End Yes 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns a~e provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 
Section 2- Malfunction Events Only 

Step 

13. 

Corrective Action Procedures for All Malfunctions 

D~termine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment.. 
If conditions are uffsafe, notify your supervisor and follow steps under No. 3. 
Deterr~ine if landfill gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?). 
If landfill ~tas is being released, follow steps u.nder No. "3, 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe).:. 

Determine if other personnel/resource (qualified technician,’~t-ectdcian, 
consultant or other) are needed for malfunction diagnosis. 
If other personnet or resources are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representa.t.ive .with information recorded in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to’fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, 9o to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form, 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction. :fife. 
if the procedures listed above were no~ followed, contact the site engineer 
immediately. 

C~heck one of the following for each step: 

Procedure completed Procedure Not Applicable 
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Startup ! Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Recvclin.q and Disposal F.acility 

--ction 1 - Afi Events 

Type of Event 

Stadup 

.,~’Shutdown 

[] Malfunction 

[] Non-malfunction 

Military Time 

Date/Time Start Date/Time End 

Date Form Filled Out: 

Comments: 

Duration (hours) 
Event Code 
(see back of 

form.) 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP.).for Flare Stadups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, nbtify site engineer immediately. 
Section 2 - Malfunction Events Only 

Check one of the followin~l for each step: 

Step 

12. 

13. 

Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entedng landfill or piping, smoking, vibration, or other probl.em), which .m~y 
harm people, the environment or the landfill gas control equipment.. 
If conditions are unsafe, notify your supe~, isor and foflow steps under ~!o. 3. 
Determine if landfill gas being released to the air (can you sme, II landfill g~as, or 
measure!detect uncombusted gas flow?}. 
tf landfill gas is being released, follow steps under No. ’3. 
If Unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resources are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No_ 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix~the m~lfunction (qualified 
technician, electrician, contractor, on-site resources, manufactureCs 
representative, or other). 
If other resources are not needed, go to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been s-hut 
down, and record star[up times and dates on =this form.    . .... 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 
Si~ign this form, copy it, and place it in the Startup Shutdown, Malfunction !file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Procedure compieted Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hilts Recyclinq and Disposal Facitit~ 

--ction 1 -All Events 

Type of Event 

,,~ Star[up 

Z Shutdown 

[] Malfunction 

[] Non-malfunction 

Military 

Date/Time Start. 

Date Form Fi}led Out: iz’/ 

Time 

Duration (hours) 
Event Code 
(see back of 

form) 
Yes 

SOP* Followed? 

No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP.).for Flare Star[ups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, nbtify site engineer immediately. 
Section 2 - Malfunction Events Only 

Step 

9. 

10. 

12. 

13. 

Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other probl.em), which 
harm people, the environment or the landfill gas control equipment., 
If conditions are unsafe, notify your supervisor and follow steps under ~!o. 3. 
Determine if landfill gas being released to the air (can you smell landfill g}as, or 
measure/detect uncombusted gas flow?). 
ff landfill gas is being released, follow steRs under No. "3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to bfower 
f. Other (Describe): 

Determine if other personnel/resource (quali~i~r~l"’~echnician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
tf other personnel or resources are not needed, go to No, 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No_ 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record star[up times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 
Si~gn this form, copy it, and place it in the Star[up Shutdown, Malfunction file. 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one of the foliowin~l for each step." 

Procedure completed Procedure Not Applicable 
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